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Abstract 
Natural ventilation is considered a sustainable solution to maintain healthy and thermally comfortable internal 
environments. Previous studies have showed that a natural ventilation system can provide adequate outside 
air and maintain thermally comfortable internal environments under specific external conditions. However, 
information on the performance and control of natural ventilation during the heating season is limited. The 
current study examined single-sided natural ventilation system for a typical English classroom using a CFD 
simulation tool. The results revealed thermally comfortable indoor conditions in a UK classroom when external 
temperatures are greater than 8oC with the high level windows open. At lower external temperatures 
occupants are predicted to be thermally dissatisfied due to localised discomfort draughts.  
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1. Introduction 
Natural ventilation is considered a sustainable solution to maintain healthy and thermally 
comfortable internal environments and offers lower energy consumption compared to 
mechanical ventilated spaces (Ji, et al., 2009). However, the flows that are created in 
naturally ventilated spaces are more complex compared to mechanical systems and hence 
more difficult to predict.  Thus, a natural ventilation strategy should be carefully designed. 
This is even more crucial during winter time, because cold draughts could cause discomfort 
conditions for the occupants (Fanger, 1977).  This effect is even more important when it 
comes to environments that require specific conditions, such as schools. 

Thermal comfort and indoor air quality are fields that have attracted attention with respect 
to school environments. Several studies have investigated the internal thermal conditions 
and the level of indoor air quality in schools in association with pupils’ performance. Low 
ventilation rates in classrooms have been shown to negatively affect students’ performance 
regarding attention, memory and concentration (Coley et al., 2007;Barrett, et al.,2015). In 
England, the Priority School Building Program Facilities Output Specification (PSBP-FOS) 
requires natural ventilation solutions to meet a performance specification to ensure 
occupant comfort and reduce discomfort draughts. The draft BB101 Guidelines on 
ventilation, thermal comfort and indoor air quality in schools, which is currently out for 
consultation, contains further guidance on acceptable internal conditions when ventilating a 
classroom naturally, these include internal air temperature and airspeed within the 
occupied zone to avoid cold draughts (PSBP, 2014; EFA, 2016). However, there is a lack of 
research that investigates the control of natural ventilation systems during winter time that 
ensures the provision of adequate fresh air and prevents any risks of discomfort conditions. 
The aim of this current study is to examine optimum external conditions for an effective 
natural ventilation strategy, ensuring occupant comfort, of a typical UK classroom.  

http://www.nceub.org.uk/


2. Methodology 
To design the most appropriate natural ventilation strategy for classrooms during the 
heating period, the performance of different ventilation scenarios was explored. The 
present study examined the performance of single-sided natural ventilation systems in a 
typical UK classroom that is 7.8m long, 9m wide and 3.3m high using PHOENICS (CHAM, 
2016) as the Computational Fluid Dynamics (CFD) simulation tool. PHOENICS has been 
widely used by researchers to examine the airflow in classrooms (Spentzou et al., 2016). 

 
Figure 1: Dimensions of the classroom (left) .Plan view(right) of the classroom. Occupants are represented in 

red; ceiling lights are shown in yellow and furniture in grey. 
 
In total 4 windows were modelled and based on the examined ventilation strategy the 
windows were modelled as top-hung open-out. The high-level openings had 2.6m width and 
0.7m height and the low-level 2.6m width and 1.4m height. The opening angle of the 
windows varied, to adjust the effective area of the window, according to the outside 
conditions in order to ensure that the provision of outside air was about 8 l/s/p, which is the 
preferred ventilation flow rate for classrooms. Effective area is defined as the product of the 
discharge coefficient and the free area of the window (Jones, et al., 2016). For the base case 
scenarios the top level windows were modelled to be open. However, for outside conditions 
with air temperatures above a certain limit, both the low and high-level windows were 
modelled to be open to ensure additional airflow to prevent overheating. It should be 
mentioned that the low-level windows were assumed to open manually and they were 
restricted to 100mm opening length. This configuration is widely used for safety purposes. 

Table 1 shows the boundary conditions for the CFD simulations. The values for the heat 
gains for the ceiling lights were informed by BB101 (EFA, 2016). For the occupants BB101 
proposes 75W per occupant for the heat gains, however, a more complex approach was 
used to simulate the heat gains for this study. It is assumed that the convective portion of 
the occupant heat gain is incorporated as a constant heat flux. In order to accurately 
calculate the convective portion of heat gains, the values from CIBSE (2015) for the low and 
high percentage of heat that is radiant have been used. The radiant portion of the occupant 
heat gain is assumed to be absorbed and be emitted by the walls.  

Table 1 : Boundary conditions for the CFD simulations. 

Object Dimensions (X,Y,Z)(m,m,m) Heat output Quantity 

Occupants (0.5,0.5,1.4) 39.6 [W] 32 
Classroom walls - 6.5[W/m2] 4 
Ceiling (9,7.8,-) 6.5[W/m2] 1 
Lights (0.4,1.5,0.1) 70[W per light] 10 
Computer (0.2,0.5,0.3) 100[W] 1 



2.1 Ventilation Strategies  
For the purpose of this research, the scenarios focus on buoyancy driven natural ventilation. 
In total four scenarios were examined: Outside air temperatures of 8°C, 10°C and 13°C with 
high level windows open and an outside temperature of 15°C with high and low level 
windows open. 

2.2 Evaluation Criteria  
To assess the performance of the different ventilation scenarios the predicted internal air 
temperature and velocity as well as the provision of the outside air are examined. The CFD 
simulations provide predictions of the air temperature and velocity across the classroom 
with visual representation of their patterns. Specifically, the internal air speed and 
temperature were examined in the occupied zone, considered to be between 0.6m and 
1.4m above floor level. To demonstrate thermal comfort as defined by BB101 the 
temperature difference between the air plume reaching the occupied zone and the 
minimum maintained operative temperature of 19oC should not exceed 4K while the 
maximum acceptable internal air velocity is 0.3m/s providing that there is local control of 
the vent (EFA, 2016). 

Furthermore, predictions of the ventilation rate are vital to evaluate the general indoor air 
quality of the classroom. The optimum ventilation rate for naturally ventilated classrooms is 
8l/s/p to ensure average occupied CO2 concentrations do not exceed 1000ppm(EFA, 2016).  
However, for external temperatures above 15oC the ventilation rate should be higher to 
offset the internal heat gains and prevent any risk of overheating.  

Table 2 : Draught criteria to provide thermal comfort for wintertime, adapted by BB101 (EFA, 2016) 

Draught air speed [m/s] 0.3 

ΔT(Min maintained operative temp - plume local air temp) [K] 4 

ΔΤ(head to ankle)  [K] 3 

3. Results, Analysis and Discussion 
Table 2 compares the predicted provision of outside air as well as the average internal air 
temperature and velocity at different heights for the buoyancy-driven natural ventilation 
scenarios. The results showed that for all the examined scenarios the ventilation flow rates 
were above the optimum level of 8l/s/p. This suggests that with a controlled opening of the 
windows it is feasible to maintain acceptable levels of outside air supply for single-sided 
naturally ventilated spaces.  

Table 3: Predicted indoor air conditions using CFD for buoyancy driven natural ventilation scenarios. 
 High level vents high low level vents 
Outside temperature[oC] 8 10 13 15 
Ventilation rates[l/s/p] 8.7 8.8 8.9 10.6 
Stroke length [mm] 475 500 500 300(top)/100(bottom) 
ΔTankle-head [K] 1.40 1.69 1.68 1.46 
 vaverage [m/s] (0.6m above floor) 0.08 0.07 0.05 0.08 
vaverage [m/s] (1.4m above floor) 0.07 0.06 0.06 0.05 
Average room temperature [°C] 19.82 21.66 24.39 21.97 
Average plume temperature [°C] 17.63 19.74 20.18 20.76 



An item of furniture (4.8m, 0.485m, 1.2m) was placed directly adjacent to the window in the 
CFD model, this could represent a set or drawers or storage cupboard. In results not shown, 
the omission of this furniture resulted in draught plumes that exceeded 0.3m/s in the 
occupied zone. 

Figure 2 highlights the airflow velocities and the draught plume for the buoyancy driven 
natural ventilation scenarios for the case of 8oC outside. Similar patterns were observed for 
the other cases. The contour plots represent a section of the classroom and a plan view of 
the velocity distribution at the seated height, 0.6m above the floor as it is the lower limit of 
the occupied zone specified by BB101. As presented in these graphs, the velocity exceeded 
the value of 0.3m/s closer to the window and behind the furniture, but not within the 
occupied zone. The placement of the furniture was vital to reduce the risk of cold draughts 
within the occupied zone. The air entered through the bottom of the high level windows 
and after passing behind the furniture it was spread towards the side walls. For all the 
examined cases the predicted air velocities within the occupied zone were below the 
recommended value of 0.3m/s. However, the analysis revealed that it is possible for the 
occupants sitting closer to the windows to experience air velocities at the ankle height 
above that exceed 0.3m/s. In results not shown, the velocity of the draught plume exceeded 
0.3m/s in the occupied zone when the external temperature was less than 8°C.   

 
Figure 2: Vertical sections (left) and plan view at 0.6m above floor (right) for the top hung out buoyancy driven 

strategies. T refers to external temperature. 
 
Table 2 shows that the temperature differences between the ankle and head height for all 
the scenarios were within the 3K temperature gradient. As presented in Figure 3 the outside 
cooler air was sufficiently mixed with the warmer internal air before it reached the occupied 
zone. The placement of the furniture forced the air to travel for a longer period inside the 
classroom and this eliminated the risk of cold air at the occupied zone. The temperature 
fields were relatively uniform within the occupied zone with no great variations in the 
predicted air temperature values. The analysis showed that there is a cooler draught plume 
close to the floor level which might result to discomfort conditions at ankle height. 

 
Figure 3: Vertical sections (left) and plan view at 0.6m above floor (right) for the top hung out buoyancy driven 

strategies. T refers to external temperature. 



The last scenario for the buoyancy driven cases was when both the high and low level 
windows were open. As presented in Table 2, the provision of outside air was higher 
compared to the other cases. By opening the low level windows the effective area of the 
windows increased and this resulted in higher provision of outside air. Although the outside 
temperature was 15oC, the CFD analysis predicted similar internal air temperature as with 
the previous cases, Taverage=21.9oC, due to the higher volume of outside air that entered the 
classroom. Similar to previous cases, the higher predicted air velocities were close to the 
windows and closer to the floor. Nevertheless, the predicted air velocity within the occupied 
zone was below 0.2m/s. 

The analysis of the results highlights that the internal values for airflow and air 
temperatures are affected mostly by the external temperature and the opening angle of the 
windows. Generally, for all the buoyancy driven cases examined, the CFD results showed 
that within the classroom the temperature field could be divided into three gradient zones: 
the first zone close to the floor level, where the lowest predicted temperatures were found; 
in the middle of the room; and close to the ceilings where the highest temperatures were 
predicted. Similar results were reported by previous work (Song & Meng, 2015). The velocity 
fields showed two distinctive regions: One close to the floor level, where the highest values 
were found and the other approximately 0.6m above the floor where the velocities were 
significantly lower which indicates that the risk of cold draughts will be mainly at the floor 
level. Similar results were presented in previous experimental work (Heiselberg & Perino, 
2010). 
 
The mean velocities and temperatures at 0.1m, 0.6m and 1.4m above the floor level at the 
first row of occupants were used to determine the percentage of people that might feel 
discomfort using the formula from ISO:7730 (2005). This index was calculated for the 
occupants sitting closer to the windows, since it is more likely for them to feel any 
discomfort due to higher air velocities. The draught rating formula suggests that the 
majority of the students will probably be dissatisfied at the ankle height, mainly due to high 
predicted air velocities. However, moving upwards closer to the head height the draught 
rating results dropped significantly, indicating that all the occupants will probably be 
satisfied.  

Using weather data for the region of Nottinghamshire for 1 year, during the period 1 June 
2015 to 30 May 2016 (CEDA, 2016), it was found that during the occupied hours of a 
classroom (09:00-16:00) the average external temperature was above 8°C for 78% of the 
time. This means that only 22% of the year natural ventilation strategies would not be able 
to maintain thermally comfortable internal conditions for a classroom, based on the 
outcomes of this analysis. The results are in contrast with the existing literature that 
suggests the use of single sided natural ventilation system is only feasible for external air 
temperatures greater than 11°C (Fitzgerald, 2012). 

4. Conclusions 
This paper examined the performance of a typical naturally ventilated UK classroom at 
different external air temperatures. This study identified a gap in the knowledge regarding 
under which external temperature conditions a natural ventilation system could maintain 
thermally comfortable internal environments for a classroom. To address this, the 
performance of the examined natural ventilation scenarios was examined using CFD 



simulations. The results analysed the internal temperatures and air speeds as well as the 
predicted ventilation rates of a typical UK classroom. 

Based on CFD predictions, it is suggested that a single-sided natural ventilation system is a 
suitable classroom ventilation strategy when external temperatures are above 8oC. Outside 
these parameters alternative ventilation strategies ought to be employed to ensure 
occupant comfort, such as mixed-mode ventilation systems. The proposed ventilation 
strategy ensures the absence of cold draughts inside the classroom during a wide range of 
external air temperatures during winter time. An innovative and inexpensive solution to 
reduce the impact of cold draughts within the occupied zone is the placement of furniture 
under the windows. As the analysis proved, this adjustment in the layout of the classroom 
minimises any discomfort that occupants might experience due to cold draughts. Another 
observation derived from the CFD analysis is the potential discomfort that occupants might 
experience at the ankle height, especially for the students sitting close to the window. 
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